Coast Guard, DHS

§149.310 What are the muster and em-
barkation requirements for survival
craft?

Muster and embarkation arrange-
ments for survival craft must comply
with 46 CFR 108.540.

§149.311 What are the launching and
recovery requirements for life-
boats?

(a) Each lifeboat launched by falls
must have a launching and recovery
system that complies with 46 CFR
108.555.

(b) Each free-fall lifeboat must have
a launching and recovery system that
complies with 46 CFR 108.557.

§149.312 What are the launching
equipment requirements for inflat-
able liferafts?

(a) Each inflatable liferaft not in-
tended for davit launching must be ca-
pable of rapid deployment.

(b) Each liferaft capable of being
launched by a davit must have the fol-
lowing launching equipment at each
launching station:

(1) A launching device approved
under approval series 160.163; and

(2) A mechanical disengaging appa-
ratus approved under approval series
160.170.

(c) The launching equipment must be
operable, both from within the liferaft
and from the deepwater port.

(d) Winch controls must be located so
that the operator can observe the life-
raft launching.

(e) The launching equipment must be
arranged so that a loaded liferaft does
not have to be lifted before it is low-
ered.

(f) Not more than two liferafts may
be launched from the same set of
launching equipment.

§149.313 How must survival craft be
arranged?

The operator must arrange survival
craft so that they meet the require-
ments of 46 CFR 108.525 (a) and §108.530
and:

(a) Are readily accessible in an emer-
gency,

(b) Are accessible for
maintenance, and testing;

inspection,

§149.315

(c) Are in locations clear of over-
board discharge piping or openings, and
obstructions below; and

(d) Are located so that survival craft
with an aggregate capacity to accom-
modate 100% of the total number of
persons authorized to be berthed are
readily accessible from the personnel
berthing area.

§149.314 What are the approval and
stowage requirements for rescue
boats?

(a) Rescue boats must be approved
under approval series 160.156. A lifeboat
is acceptable as a rescue boat if it also
meets the requirements for a rescue
boat under approval series 160.156.

(b) The stowage of rescue boats must
comply with 46 CFR 108.565.

§149.315 What embarkation, launch-
ing, and recovery arrangements
must rescue boats meet?

(a) Each rescue boat must be capable
of being launched in a current of up to
5 knots. A painter may be used to meet
this requirement.

(b) Each rescue boat embarkation
and launching arrangement must per-
mit the rescue boat to be boarded and
launched in the shortest possible time.

(c) If the rescue boat is one of the
deepwater port’s survival craft, then
the rescue boat must comply with the
muster and embarkation arrangement
requirements of §149.310.

(d) The rescue boat must comply
with the embarkation arrangement re-
quirements of 46 CFR 108.555.

(e) If the launching arrangement uses
a single fall, the rescue boat may have
an automatic disengaging apparatus,
approved under approval series 160.170,
instead of a lifeboat release mecha-
nism.

(f) The rescue boat must be capable
of being recovered rapidly when loaded
with its full complement of persons and
equipment. If a lifeboat is being used as
a rescue boat, rapid recovery must be
possible when loaded with its lifeboat
equipment and a rescue boat’s com-
plement of at least six persons.

(g) Each rescue boat launching appli-
ance must be fitted with a powered
winch motor.

(h) Each rescue boat launching appli-
ance must be capable of hoisting the
rescue boat, when loaded with its full
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